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1. Existing drainage has not been assessed at this stage. For all drainage

amendments, levels would require checking and appropriate solution needs

to be identified during pre-construction.

2. Design subject to site and utility survey information and design development.

3. All dimensions shown are in metres unless otherwise specified

4. Design based on OS mapping. Dimensions may vary on site.

5. Spot checks were carried out on site for identification of carriageway and

footway widths. Exact location to be confirmed on site by contractor.

6. The Benfield Valley scheme requires all overgrown vegetation on footway

and around signs and lighting columns to be cleared prior to construction.

7. "No Dig" Zones: Where it is necessary to provide footways or footpaths within

a tree-root protection Zone (TPZ), the following requirements should be

considered: i) No tree roots are to be severed ii) Existing soil must not be

compacted iii) The construction must allow aeration and run-off.

8. All new lighting columns to be provided with Green Low Level LED lights.

9. Refer drawing 341760-MMD-UU-XX-M2-C-1002 for standard construction

details.
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1. Existing drainage has not been assessed at this stage. For all drainage

amendments, levels would require checking and appropriate solution needs

to be identified during pre-construction.

2. Design subject to site and utility survey information and design development.

3. All dimensions shown are in metres unless otherwise specified

4. Design based on OS mapping. Dimensions may vary on site.

5. Spot checks were carried out on site for identification of carriageway and

footway widths. Exact location to be confirmed on site by contractor.

6. The Benfield Valley scheme requires all overgrown vegetation on footway

and around signs and lighting columns to be cleared prior to construction.

7. "No Dig" Zones: Where it is necessary to provide footways or footpaths within

a tree-root protection Zone (TPZ), the following requirements should be

considered: i) No tree roots are to be severed ii) Existing soil must not be

compacted iii) The construction must allow aeration and run-off.

8. All new lighting columns to be provided with Green Low Level LED lights.

9. Refer drawing 341760-MMD-UU-XX-M2-C-1002 for standard construction

details.
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1. Existing drainage has not been assessed at this stage. For all drainage

amendments, levels would require checking and appropriate solution needs

to be identified during pre-construction.

2. Design subject to site and utility survey information and design development.

3. All dimensions shown are in metres unless otherwise specified

4. Design based on OS mapping. Dimensions may vary on site.

5. Spot checks were carried out on site for identification of carriageway and

footway widths. Exact location to be confirmed on site by contractor.

6. The Benfield Valley scheme requires all overgrown vegetation on footway

and around signs and lighting columns to be cleared prior to construction.

7. "No Dig" Zones: Where it is necessary to provide footways or footpaths within

a tree-root protection Zone (TPZ), the following requirements should be

considered: i) No tree roots are to be severed ii) Existing soil must not be

compacted iii) The construction must allow aeration and run-off.

8. All new lighting columns to be provided with Green Low Level LED lights.

9. Refer to drawing 341760-MMD-UU-XX-M2-C-1002 for standard construction

details.
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